
Universal

The AD Universal fume extraction and filtration system has been 
designed to provide cost effective solutions for light to medium 
duty applications. These compact systems are ideal for small 
scale industrial environments and light laser coding applications.

standard featUres:

Digital speed control•	

Filter condition indicator•	

Long life, low cost replacement filters•	

       DeepPleat pre filter•	

Low noise level•	

Small footprint•	
typical applications:

Lasering•	

Welding•	

Coding•	

Cutting•	

Marking•	

Drilling•	

Engraving•	

The compact system 

designed for small 

scale industrial 

environments and 

light laser coding 

applications.

optional featUres:

VOC gas sensor (Volatile Organic Compound) •	

Remote stop / start interface•	

Filter change / System fail signal•	

Featuring optional DeepPleat 

filter technology



British Quality

date:8/2/12 V:1.2

Other hose kits and filters are available. All of the above units are fitted with our standard filter combinations. For specific 
applications please call us for details. Replacement filters should always be ordered using the part number on the filters inside your 
extractor to ensure the correct filter is ordered. Datasheet correct at time of print.

Bofa InternatIonal ltd

tel: +44 (0) 1202 699 444    fax: +44 (0) 1202 699 446    email: sales@bofa.co.uk    Web: www.bofa.co.uk

Bofa amerIcas, Inc

tel: (618) 635 4465    fax: (866) 707 2632    email: sales@bofaamericas.com    Web: www.bofaamericas.com

 

 

Chemical Filter

Clean Air

HEPA Filter

Contaminated Air

Pre Filter
Small particulate is held 

in the HEPA filter

Medium sized particulate 
held in the filter media

airfloW throUgh filterspart nUmBers
model Voltage part no. 24V stop / start filter change / 

system failure signal
Voc monitoring

ad Universal
powder coated

115V - 230V l2244a a2001 a2002 a2003

 

 

 

 

* At typical operating speed.

replacement filters

model deeppleat pre filter Combined	filter

ad Universal a1030167 a1030166

comBined filter specifications
hepa filter media glass fibre

hepa media  
construction

50mm maxi fold construction 
with Webbing spacers

Filter	Efficiency h13 (99.997% @ 0.3 microns)

treated activated carbon 11kgs

filter housing Zintec mild steel

deeppleat pre filter  
specifications
surface media area 6m² approx

filter media glass fibre

filter media  
construction

100mm maxi fold construction 
with Webbing spacers

Filter	Efficiency f8 (95% @ 0.9 microns) 

1    Digital Speed Control
2    On / Off Switch
3    Filter Condition Display
4    IEC Power Cable Inlet
5    Lid Fastening Latches
6    Handles

7    Hose Inlet Connections - 75mm
8    Motor Cooling Inlet
9    Castors
10  Signal / Interface Cable
11  Exhaust Outlet
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technical specification

technical data

230V 115V
dimensions (hxWxd) 625 x 355 x 520 mm 24.6 x 14 x 20.5”

cabinet construction powder coated mild steel powder coated mild steel

Airflow	/	Pressure 380m3/hr / 96mbar 223cfm  / 96mbar

electrical data 90 - 257v 1ph 50/60hz  full load current: 12.5 amps/ 1.1kw 

noise level < 60dBa* < 60dBa*

Weight 50kgs 110lbs

approvals ce Ul


