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7.0” Bench-top TFT Colour Monitor, Metal housing, Extra video output 
Prod. No. OP-006 143 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Heavy Duty Metal Housing industrial grade LCD with adjustable stand for portable applications.  
 

Specification: 
 

TFT Panel:   Colour 7.0"  LCD, TFT active Matrix 

System:   PAL/NTSC (automatic selection) 

Resolution:  1440 (W) X 234 (H) pixels (336 960 dots) 

Pixel size:   0.107 (W) x 0.370 (H) mm  

Back lighter:   CCFL 

Brightness:   500 cd/m2 

Viewing angle:   Left / Right -+45°, Up +10°, Down  -30° 

Inputs:    DC-IN, 2 Video, 1 Audio 

Output:   1 Video, 

Reverse Image:   Left - Right / up - Down 

Video output:   1 V t-t / 75  

Power input:   9.0-13.0 VDC 

Power consumption:   7 W Max. 

Operating temp:   0°  to +60° C, 95% RH 

Storage temp:   -20°  to +70° C, 85% RH 

Size:  195.7(W) x 136.2(H) X 36.0 (D) mm 

Weight:  780± 10g 
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Mechanical dimensions: 
 

 
 
 
 

 


